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Palm / Sled

Design by Lievore Altherr Molina, 2004

Art. 1201: sled base and polyethylene shell
Art. 1212: sled base and upholstered shell

Chair with chromed steel sled base. Polyethylene shell also available
upholstered in leather, faux leather, fabric or customer’s fabric. Glides
for wooden floors available upon request.
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* Files CAD 2D - 3D available for download at www.arper.com
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Base finishes
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CRO
Chrome
finish steel

Shipment details

Art. 1201 - 1212 kg m? Ib ft
1 PCS = 2 boxes 10.22 0.243 22.44 8.581
4 PCS = 2 boxes 32.46 0.284 71.412 10.029

Materials
Polyethylene

PE
Polyethylene
9 colors

Fabric by kvadrat and No Stain
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Topas 2 Hallingdal 65 Remix 2 Cava 3 Flora 2 Pro 2

67 colors 58 colors 49 colors 49 colors 33 colors 35 colors

Scuba No Stain Divina 3 Divina Tonus 3 Field

24 colors 34 colors 56 colors Melange 2 64 colors 24 colors

24 colors

Canvas Savanna
28 colors 13 colors

FERFETE] 0

i
EYEL

i _,.!ilﬂ.{l |
e qu |
SRELRETEI :
Lazio 2 Clara Tempo Divina MD
28 colors 28 colors 22 colors 27 colors
Steelcut Sunniva Steelcut 2 Pause 4
Trio 2 12 colors 37 colors 43 colors
49 colors
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Faux leather, Soft leather and chrome free leather by elmoa
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Faux Soft Soft leather
leather leather Elmosoft®
52 colors 13 colors 60 colors

Options and accessories
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1 Polycarbonate glide with
polyurethane insert

2 Polycarbonate glide with felt
insert available upon request
instead of standard glides.

Fire retardant test

ITALY Class 1IM: Divina 3, Divina Melange, Flora,
Hallingdal 65, Pro 2, Tonus, Topas, soft leather
(with fire-retardant treatment).

* For more information on product’s certification and environment documents visit www.arper.com

or contact us at environment@arper.com

Resistance test

Art. 1201

EN 1022/05

EN 1728/2000 - EN 15373:2007 6.2.1
EN 1728/2000 - EN 15373:2007 6.2.2
EN 1728/2000 - EN 15373:2007 6.7
EN 1728/2000 - EN 15373:2007 6.16

Art. 1212

EN 1022/05

EN 1728/2000 - EN 15373:2007 6.2.1
EN 1728/2000 - EN 15373:2007 6.2.2
EN 1728/2000 - EN 15373:2007 6.7
EN 1728/2000 - EN 15373:2007 6.16



